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CLMTexfinity is a global leader in industrial laundry solutions, offering a 
complete range of high-performance machines tailored to meet the needs  
of professional laundries worldwide. With a strong focus on innovation,  
reliability, and customer-centric solutions, CLMTexfinity provides tunnel 
washers, high-speed ironing lines, towel folders, fully integrated laundry  
systems. Our expertise allows us to support laundries in achieving  
maximum efficiency, quality, and sustainability in their operations.

To ensure the highest quality and production capacity, CLMTexfinity  
operates across multiple locations, including Belgium, Nantong, Shanghai 
and Kunshan, covering a total production area of 130,000 square meters.

This allows CLMTexfinity to combine European engineering standards with 
high-quality manufacturing, ensuring state-of-the-art laundry equipment that 
meets global industry demands. With over 20 years of development,  
CLMTexfinity continues to expand its presence as a trusted partner for  
industrial laundries, delivering cutting-edge solutions and unparalleled  
service worldwide.

	20years
+

	DEVELOPMENT
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S.fold l
SINGLE-LANE 
SINGLE-STACK FOLDER

National initiative 
National patents

Fast Speed 
Up to 60 meters per minute

Smooth Operation 
Low rejection rate, minimal risk 
of fabric blockage. Blockages 
can be resolved within  
2 minutes.

Excellent Stability 
Excellent machine rigidity, high 
precision of transmission  
components, and all parts use 
European, American, and  
Japanese brand components.
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Technical 
Features

CONTROL SYSTEM

LATERAL FOLDING

STACKING AND 
CONVEYING SYSTEM

Touch screen

Folding programs

Customer profiles

Languages

	 Precise folding requires precise control. CLMTexfinity folders use the Mitsubishi PLC control  
	 system, with a 7-inch touch screen that stores over 20 folding programs and 100 customer  
	 profiles.

	 The CLMTexfinity control system is constantly optimized and upgraded, is mature and  
	 stable, and has a simple and user-friendly interface, supporting 8 languages.

	 The CLMTexfinity control system is equipped with Internet functions such as remote fault  
	 diagnosis, troubleshooting, and program upgrades. (Single machine is optional).

	 The CLMTexfinity fast folder can be linked with the CLMTexfinity spreading feeder and  
	 high-speed ironer to achieve program synchronization.

1st fold, fold inside 

1st fold, fold outside

2nd fold

2nd fold, fold inside 

2nd fold, fold outside

3rd fold

S-Single-lane Single-stack folder

Inch

	 The CLMTexfinity rapid folder comes with a standard stacking system.  
	 The operator doesn’t need to bend frequently, preventing fatigue and  
	 improving efficiency. The number of stacked items can be set.

	 The stacking conveyor uses a non-powered roller design, ensuring no  
	 linen blockages even if the operator leaves temporarily.Improving

Efficiency

1st lateral fold

Lateral Fold Patterns

With a maximum 

Fold size of

3300/3500mm

2nd lateral fold

The stacking conveyor uses
a non-powered roller design

Labor saving

	 CLMTexfinity pillowcase folder offers both 2  
	 lateral folds and 3 lateral folds, and the maximum  
	 lateral fold size is 3300mm or 3500mm (optional).

	 The lateral fold uses an air blade structure,  
	 allowing adjustments in air blowing time based on  
	 linen thickness and weight to ensure folding quality.

	 Each lateral fold is equipped with an air-blowing 	
	 stripping device to prevent excessive static and  
	 fold rejections, as well as to avoid linen getting  
	 entangled with long shafts.
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	 The upgraded CLMTexfinity fast folder has three cross folds, all using knife folding structures, ensuring neat folding  
	 and quality.

	 Each cross fold has a separate motor drive to ensure folding accuracy.
	 The first fold features two pinch rollers, with one of the rollers designed with a cylinder on both sides. If linen gets stuck,  

	 the rollers automatically separate, making it easy to remove the linen.
	 There is enough space between the rollers of each cross fold, allowing thick linens to pass through smoothly.

	 The CLMTexfinity folding machine’s frame structure is entirely welded,  
	 with every long shaft precisely processed.

	 The maximum folding speed reaches 60 meters per minute, processing up  
	 to 1200 sheets per hour.

	 All electrical, pneumatic, bearing, and motor components are imported 
	 from Japan and Europe.

1st Cross Fold 2nd Cross Fold 3rd Cross Fold

Front view Side view

Back view

Model

Max folding width(mm)

Stacking quantity (pcs)

Pillowcase capacity (pcs)

Max conveyor speed (m/min)

Air pressure (MPa)

Compressed air consumption 
(L/min)

Voltage (V/Hz)

Power(kW)

Dimension (mm)
W x D x H

Weight (kg)

1-10

1-4

60

0.5-0.7

450

380/50

3.6

4870x5480x1920

3200

For sheets and duvet covers

For pillowcases

3 phase

Stacker included

Stacker included

Stacker included

Four-Lane Option

Single-Lane Option

350-700 2 folds for pillowcases

1100-3300 For sheets and duvet covers

NotesS.fold l - 1L

CROSS
FOLDING

STEADY
STRUCTURE

Max folding speed

Processing up to

Shees per hour

Technical 
Parameters
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S.fold l
SING(DOUBLE)-LANE 
DOUBLE-STACKER FOLDER

National initiative 
National patents

Fast Speed 
Up to 60 meters per minute

Smooth Operation 
Low rejection rate, minimal risk 
of fabric blockage. Blockages 
can be resolved within  
2 minutes.

Excellent Stability 
Excellent machine rigidity, high 
precision of transmission  
components, and all parts use 
European, American, and  
Japanese brand components.
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Technical 
Features

CONTROL SYSTEM

LATERAL 
FOLDING

DOUBLE-STACK 
CONVEYING SYSTEM

Touch screen

Folding programs

Customer profiles

Languages

	 Precise folding requires precise control. CLMTexfinity folders use the Mitsubishi PLC control  
	 system, with a 7-inch touch screen that stores over 20 folding programs and 100 customer  
	 profiles.

	 The CLMTexfinity control system is constantly optimized and upgraded, is mature and stable,  
	 and has a simple and user-friendly interface, supporting 8 languages.

	 The CLMTexfinity control system is equipped with Internet functions such as remote fault  
	 diagnosis, troubleshooting, and program upgrades. (Single machine is optional).

	 The CLMTexfinity fast folder can be linked with the CLMTexfinity spreading feeder and  
	 high-speed ironer to achieve program synchronization.

1st fold, fold inside 

1st fold, fold outside

2nd fold

2nd fold, fold inside 

2nd fold, fold outside

3rd fold

Single (Double)-lane Double-stack folder

Inch

	 The double-stack design automatically classifies, folds, and stacks linens  
	 according to the size, reducing manual sorting time and improving efficiency.

	 The CLMTexfinity rapid folder comes with a standard stacking system.  
	 The operator doesn’t need to bend frequently, preventing fatigue and improving  
	 efficiency. The number of stacked items can be set.

	 The stacking conveyor uses a non-powered roller design, ensuring no linen  
	 blockages even if the operator leaves temporarily.

Improving
Efficiency

1st lateral fold

Lateral fold patterns

With a maximum 
Fold size of

3300/3500mm
2nd lateral fold 3rd lateral fold

Labor saving

	 CLMTexfinity pillowcase folder offers both 2 lateral folds and 3 lateral folds,  
	 the maximum lateral fold size is 3300mm or 3500mm (optional).

	 The lateral fold uses an air blade structure, allowing adjustments in air blowing  
	 time based on linen thickness and weight to ensure folding quality.

	 Each lateral fold is equipped with an air-blowing stripping device to prevent  
	 excessive static and fold rejections, as well as to avoid linen getting entangled  
	 with long shafts.

The stacking conveyor uses
a non-powered roller design
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	 The upgraded CLMTexfinity fast folder has three cross folds, all using knife folding structures, ensuring neat folding 
	 and quality.

	 Each cross fold has a separate motor drive to ensure folding accuracy.
	 The first fold features two pinch rollers, with one of the rollers designed with a cylinder on both sides. If linen gets stuck,  

	 the rollers automatically separate, making it easy to remove the linen.
	 There is enough space between the rollers of each cross fold, allowing thick linens to pass through smoothly.

	 The CLMTexfinity folding machine’s frame structure is entirely welded,  
	 with every long shaft precisely processed.

	 The maximum folding speed reaches 60 meters per minute, processing up  
	 to 1200 sheets per hour.

	 All electrical, pneumatic, bearing, and motor components are imported 	
	 from Japan and Europe.

1st Cross Fold 2nd Cross Fold 3rd Cross Fold

Front view Side view

Back view

Model Notes
S.fold l - 1L S.fold l - 1/2L

Single-Lane Double-Stacker Double-Lane Double-Stacker

Max folding width(mm)

Stacking quantity (pcs)

Pillowcase capacity (pcs)

Max conveyor speed  
(m/min)

Air pressure (MPa)

Compressed air 
consumption (L/min)

Dimension (mm)
 WxDxH

Voltage (V/Hz)

Power(kW)

Weight (kg)

Single-Lane 
Option

Single-Four
Option

1100-3300

350-700 Four-Lane Option

1-20

1-4

60

0.5-0.7

450

6060x5540x1950

380/50

4.9

4000

1-20

1-4

60

0.5-0.7

450

3650x5540x1950

380/50

3.7

3600

350-700 2 folds for
pillowcases

For pillowcases

3 phase

Stacker included

Stacker included

For sheets and
duvet covers

For sheets and duvet covers

Stacker included

Single-Lane Option 1100-3300

Single-Lane Option 1100-3300

CROSS
FOLDING

STEADY
STRUCTURE

Max folding speed

Processing up to

Sheets per hour

Technical 
Parameters
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S.fold s
MULTIFUNCTIONAL 
PILLOWCASE FOLDER

National initiative 
National patents

Fast Speed 
Up to 60 meters per minute

Smooth Operation 
Low rejection rate, minimal risk of 
linen blockage. Blockages can be 
resolved within 2 minutes.

Excellent Stability 
Excellent machine rigidity, high precision of 
transmission components, and all parts use 
European, American, and Japanese brand 
components.

Flexible Functionality 
Can fold and stack sheets and duvet covers, 
and can also fold and stack pillowcases with 
two folding modes available for pillowcases.
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Technical 
Features

CONTROL SYSTEM

LATERAL 
FOLDING

MULTI-FUNCTION

Touch screen

Folding programs

Customer profiles

Languages

	 CLMTexfinity folding machines use the Mitsubishi PLC control system, with a 7-inch touch  
	 screen that stores over 20 folding programs and 100 customer profiles.

	 CLMTexfinity control system is constantly optimized and upgraded, is mature and stable, and  
	 has a simple and user-friendly interface, supporting 8 languages.

	 CLMTexfinity control system is equipped with Internet functions such as remote fault diagnosis,  
	 troubleshooting, and program upgrades. (Single machine is optional).

	 CLMTexfinity pillowcase folder can be integrated with the CLMTexfinity feeder and high-speed 	
	 ironer enabling program linkage functionality.

Inch

	 CLMTexfinity Pillowcase Foldercan be linked with the CLMTexfinity spreading  
	 feeder and high-speed ironer to achieve program synchronization.

	 CLMTexfinity pillowcase folder provide two folding patterns,one for cross folding,  
	 another for ten cross folding. 

	 CLMTexfinity pillowcase folder is not only equipped with stacker for bed sheet  
	 & quilt, but also equipped with stacker and automatic conveyor for pillowcase,  
	 so the operator no need to run about the production line, reduce labor intensity  
	 and increase automation. 

	 Automatically fold and stack the pillowcase, maximum speed 3000pcs /Hour.

Improving
efficiency

1st lateral fold

The max long 
fold width is

3300mm

2nd lateral fold

Folding diagram

Cross-folding diagram

Automatically fold and 
stack the pillowcase

pcs/hour.

Labor saving

	 CLMTexfinity pillowcase folder offers both 2 lateral folds and 3 lateral folds, with a maximum folding width of 3300 mm.
	 The lateral fold by air knife which can automatically adjust the blowing time according to different linen thickness and  

	 weight. 
	 To peel the linen off each lateral fold ,we equipped air blowing device which not only preventing the excessive static  

	 electricity lead to higher rejecting folding ratio, but also prevent the line tangle into the long roller which cause folding  
	 failure.
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	 CLMTexfinity fast folder has a three cross fold structure, and the maximum folding size of  
	 the cross fold is 3600mm, which can complete the folding of even extra-large sheets.

	 All three cross folds are designed with knife fold structures to ensure the neatness and  
	 quality of folding.

	 The first cross fold is designed with cylinders on both sides of a roller. If the first cross fold  
	 has linen stuck, the two rollers will automatically separate, allowing for easy removal of the  
	 stuck linen.  

	 The second and third cross folds are designed with an open structure, making it convenient  
	 for observation and quick troubleshooting.

	 CLMTexfinity Pillowcase Folder frame structure is entirely welded, with 
	 every long shaft precisely processed. 

	 The maximum folding speed reaches 60 meters per minute, processing 
	 up to 3000 sheets per hour.

	 All electrical, pneumatic, bearing, and motor components are imported 
	 from Japan and Europe.

1st Cross Fold 2nd Cross Fold 3rd Cross Fold

Front View Side View

Back View

Model S.fold s Remark

Max folding width(mm)

Lanes for pillowcase(pcs)

Stacking quantity(pcs)

Stacking quantity(pcs)

Max folding speed(m/min)

Air pressure(MPa)

Air consumption(L/min)

Voltage(V/Hz)

Power(kW)

Dimension(mm) L×W×H

Weight(kg)

Single lane

4

1-10

1-20

60

0.5-0.7

500

380/50

4.6

4890x5480x1920

4600

Sheet, Quilt

Pillowcase

Sheet, Quilt

Pillowcase

3 phase

Including Stacker

Including Stacker

Including Stacker

Four lanes Pillowcase Folds

1100-3300

350-700

CROSS
FOLDING

STEADY
STRUCTURE

Max folding speed

Maximum folding quantity is

Pcs/hour

Technical 
Parameters

The maximum folding 

size of the longitudinal 

3600mm



22Folding Machine Series
www.clmtexfinity.com21

S.fold q
SORTING FOLDER

National initiative 
National patents

Fast Speed 
Up to 60 meters per minute

Smooth Operation 
Low rejection rate, minimal risk of linen 
blockage. Blockages can be resolved within 
2 minutes.

Excellent Stability 
Excellent machine rigidity, high precision of 
transmission components, and all parts use 
European, American, and Japanese brand 
components.

Labor Saving 
Automatic classification and stacking of bed 
sheets and quilt covers, saving labor and 
reducing labor intensity

Various Folding Methods 
Bed sheets, quilt covers and pillowcases can 
all be folded. For horizontal folding, you can 
choose two-fold or three-fold folding  
methods, and for cross folding, you can 
choose regular or French folding methods
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Technical 
Features

CONTROL SYSTEM

LATERAL 
FOLDING

STACKING AND 
CONVEYING SYSTEM

Touch screen

Folding programs

Customer profiles

Languages

	 Precise folding requires precise control, and the folding accuracy can be controlled by adjusting  
	 the parameters of the recipe.

	 CLMTexfinity automatic sorting folder adopt the Mitsubishi PLC control system, and 7 inch  
	 colorful touch screen is very easy to access with 20 kinds of folding programs and can storage  
	 over 100 customers data information.

	 CLMTexfinity control system become more and more mature by persistent software  
	 updating,the HMI is very easy to access and support 8 different languages at the same time.

	 CLMTexfinity control system with remote control, and trouble-shooting,software updating 	
	 through networking (Single machine only option)

	 Through program linkage CLMTexfinity automatic sorting folder can combine work with  
	 CLMTexfinity feeder and ironer.

Inch

	 It is designed with four or five stacking platforms, which can automatically sort  
	 and stack linens of different sizes, so that linens of the same specifications can  
	 be discharged from the same stacking platform.

	 CLMTexfinity new sorting and folding machine is equipped with a conveyor  
	 line, and the sorted linens are automatically delivered to the bundling personnel  
	 to prevent fatigue and improve work efficiency.

Improving
Efficiency

1st lateral fold 2nd lateral fold 3rd lateral fold

Automatic sorting stacking
4/5 stacks

Labor saving

	 It can realize three or two lateral folds. Each lateral fold is designed with an air-blowing  
	 peeling function, which effectively reduces the occurrence of linen folding rejection caused  
	 by static electricity.

	 The maximum lateral fold size is 3300mm or 3500mm (optional).

The maximum 
lateral fold size 

3300mm
3500mm

New sorting folder
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	 It can realize three cross folds.The cross folding can be selected as regular or French  
	 folding, and the folding method is flexible.

	 The cross folding adopts the transmission method of motor direct drive, which has a  
	 simple structure and low failure rate.

	 The cross folding is all designed with a mechanical knife structure, which ensures the  
	 neatness and quality of folding.

	 CLMTexfinity high speed folder frame structure is entirely welded, with 
	 every long shaft precisely processed. 

	 The maximum folding speed reaches 60 meters per minute, processing 
	 up to 1200 sheets per hour.

	 All electrical, pneumatic, bearing, and motor components are imported 
	 from Japan and Europe.

1st Cross Fold 2nd Cross Fold 3rd Cross Fold

Front view Side view

Back view

Model S.fold q 33-4s S.fold q 35-4/5s Remark

Max folding width(mm)

Sorting lanes(pcs)

Dimension(mm) L×W×H

Weight(kg)

Stacking quantity(pcs)

Max folding speed(m/min)

Air pressure(MPa)

Air consumption(L/min)

Voltage(V/Hz)

Power(kW)

3300

4

4375x4260x2350

4000

1-10

60

0.5-0.7

450

380/50

7.8

3500

4/5

4875x4260x2350

4300

Including Stacker

Including Stacker

3 phase

Including Stacker

CROSS
FOLDING

STEADY
STRUCTURE

Max folding speed

Maximum folding quantity is

sheets per hour

Technical 
Parameters

Max cross fold

size is 

3600mm



CLMTexfinity Europe

 	Hoge Mauw 118, 2370 Arendonk, Belgium

 	www.clmtexfinity.com

 	info@clmtexfinity.com

Social Media

 	www.linkedin.com/company/clm-texfinity/

 	www.facebook.com/CLMTexfinity

 	www.instagram.com/clmtexfinity/

 	www.youtube.com/@CLMTexfinity


