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S.load g	 Garments Loading Machine
S.finish	 Tunnel Finisher
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COMPANY
PROFILE

CATALOGUES

CLMTexfinity is a global leader in industrial laundry solutions, offering a 
complete range of high-performance machines tailored to meet the needs  
of professional laundries worldwide. With a strong focus on innovation,  
reliability, and customer-centric solutions, CLMTexfinity provides tunnel 
washers, high-speed ironing lines, towel folders, fully integrated laundry  
systems. Our expertise allows us to support laundries in achieving  
maximum efficiency, quality, and sustainability in their operations.

To ensure the highest quality and production capacity, CLMTexfinity  
operates across multiple locations, including Belgium, Nantong, Shanghai 
and Kunshan, covering a total production area of 130,000 square meters.

This allows CLMTexfinity to combine European engineering standards with 
high-quality manufacturing, ensuring state-of-the-art laundry equipment that 
meets global industry demands. With over 20 years of development,  
CLMTexfinity continues to expand its presence as a trusted partner for  
industrial laundries, delivering cutting-edge solutions and unparalleled  
service worldwide.

	20years
+

	DEVELOPMENT
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S.load g
GARMENTS LOADING MACHINE
Automatic Drying - Ironing - Folding

01
MORE EFFICIENT 

	 Designed with 3 or 4 loading stations, it can be configured according  
	 to customer needs, and can easily cope with it even during peak  
	 production periods to ensure loading efficiency.

MORE LABOR-SAVING

	 The ideal ergonomic height of the feeding stations reduce fatique. 
	 Loading height can be adjusted to meet the needs of operators of  
	 different heights and reduce the operator’s labor intensity.

MORE INTELLIGENT 

	 The hangers are automatically allocated to each loading station to
	 ensure the reasonable distribution of hangers at each workstation.



Configuration standardsS.finish G/S-3

S.finish
TUNNEL FINISHER
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Drying compartment

Cooling compartment

Drying capacity (piece/hour)

Steam inlet pipe

Condensate outlet pipe

Compressed air inlet

Power

Weight

2

1

800

DN50

DN40

8mm

28.75KW

5600 kg

Dimensions 2070x2950x7750mm

Control system

Gear motor

Electric components

Proximity switch

Inverter

Cylinder

Trap

Radiator

Mitsubishi

Bonfiglioli

Schneider

Omron

Mitsubishi

CKD

VENN

Sahne Tongfei

Fan Indeli

Technical 
Parameters

PLUSH AUTOMATIC 
CLEANING FUNCTION

MODULAR DESIGN 

It adopts a unique, compact modular design and  
occupies a small area. The feeding, discharging and 
operating areas of the machine are all designed on 
the same side, and the machine can be installed 
against the wall.	

STEAM INJECTION 
TECHNOLOGY 

Can preheat clothes to ensure drying effect and 
ironing quality.

MITSUBISHI PLC 
CONTROL SYSTEM 

Precisely control the operation cycle process of 
steam, heating unit and hot air.

FULL INSULATION PROCESS 

High-density thermal insulation cotton is used to 
cover the entire drying area, so that heat can always 
be maintained inside the machine, saving energy.



S.garment
UNIFORM FOLDER
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Main power

Motor power

Compressed air pressure

Compressed air consumtion

Ø of compressed air input pipe

Dimensions

Weight

3 Phase 380V

2.55KW

0.6Mpa

30m3/h

16

4700x1400x2500mm

1800 kg

Technical 
Parameters

ADVANCED INTELLIGENT 
CONTROL 
FULLY AUTOMATED PROCESS

Equipped with advanced intelligent control system, 
it realizes fully automated operation form feeding 
and folding process to discharging of garments, 
without excessive human intervention, reducing 
labor costs and human errors.

HIGH EFFICIENCY 

It can complete the folding of garments in a short 
time, matching the efficient production rhythm of 
the tunnel ironing machine, and greatly improving 
the overall work efficiency. 
	

AUTOMATED FAULT DETECTION
AND DIAGNOSIS 

When a fault or abnormal situation occurs, the sys-
tem can detect and diagnose it in time, and notify 
the operator through the display screen or alarm 
prompts, so as to facilitate and quickly troubleshoot 
the fault and reduce equipment downtime.

AUTOMATED IDENTIFYING
PRECISION FOLDING 

Automatically identify garments and pants, and 
automatically switch to different folding methods. 
Superior control system, equipped with high-preci-
sion sensors, ensures that the folded garments are 
neat and stardardized.

COMPACT STRUCTURE
SPACE SAVING 

The compact design structure achieves efficient 
folding function in a limited space. It is suitable 
for installation in production workshops or laundry 
rooms with relatively limited space without taking 
up too much space.

800
800 garments per hour.

Automated identifying,
sorting, folding and stacking.
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NOTES



CLMTexfinity Europe

 	Hoge Mauw 118, 2370 Arendonk, Belgium

 	www.clmtexfinity.com

 	info@clmtexfinity.com

Social Media

 	wwww.linkedin.com/company/clm-texfinity/

 	www.facebook.com/CLMTexfinity

 	www.instagram.com/clmtexfinity/

 	www.youtube.com/@CLMTexfinity


